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Ballast Options and AccessoriesFEATURES & SPECIFICATIONS

INTENDED USE
With 1 or 2 rows of LEDs in cross-section and a clear acrylic #8 
pattern lens, this wrap around is suitable for a wide variety of 
applications. A full wireway allows more uniform light distribution.
SIZE W x L x H in inches (mm)

5.75W x 48L x 4.60Dp
5.75W x 96L x 4.60Dp
MOUNTING
Surface or Suspended
MATERIALS & FEATURES
Housing is 22 gauge baked white enamel cold rolled steel body and 
ends. 20 gauge can be supplied. 20 gauge socket bars are standard. 
Wiring knockouts are provided on back and end of housing. Ballast 
cover or reflector snaps into place, no tools required for ballast 
access. Lens is held with left and shift method. 

TYPICAL OPTIONS AND ACCESSORIES 
Whips. 

201 Series  4ft
 LED Wraparound

201 
Wraparound

WP10 
 WP   6 ft. 3 wire 18 gauge whip     

6 ft. 4 wire 18 gauge whip         

Example: 201A48LS48W4800LDMV40K

S48W4800L

Series

S32W3450L

Wattage and Lumen

32 System Watts, 
3450 Delivered Lumens

Width Color Temperture
DMV
MV

0-10V

120V-277V

Driver

Multi - Volt

DMV 40K

Options    

ORDERING INFORMATION 

STANDARD

   201               A                48L

48L        48"

S48W4800L 48 System Watts,
4800 Delivered Lumens

A Prismatic Acrylic #8 Pattern

201 
Wraparound

WP10 
 WP   6 ft. 3 wire 18 gauge whip     

6 ft. 4 wire 18 gauge whip         

H72W7000L

Series Wattage and LumenWidth Color Temperture
DMV
MV

0-10V

120V-277V

Driver

Multi - Volt

DMV 40K

Options    

48L        48"

HIGH OUTPUT          

   201  A

Lens Material

48L

* Consult FACTORY for more options 

A Prismatic Acrylic #8 Pattern

Lens Material 

S24W2400L   24 System Watts, 
2400 Delivered Lumens 30K 

35K 
40K
50K

3000K
3500K
4000K
5000K

30K 
35K 
40K
50K

3000K
3500K
4000K
5000K

*24W - 1 Row LED module
**48W and 57W - 2 Rows LED module

H72W7000L** 72 System Watts,
8200 Delivered Lumens

H35W3400L* 35 System Watts,
3400 Delivered Lumens

*35W - 1 Row LED module
**72W - 2 Rows LED module
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 LED Wraparound

Ballast Options and Accessories

201 Series  8ft

201 
Wraparound

WP10 
 WP   6 ft. 3 wire 18 gauge whip     

6 ft. 4 wire 18 gauge whip         

Example: 201A96LS65W7000LDMV40K

S65W7000L

Series

S32W3450L

Wattage and Lumen
32 System Watts, 
3450 Delivered Lumens

Width Color Temperture
DMV
MV

0-10V

120V-277V

Driver

Multi - Volt

DMV 40K

Options    

ORDERING INFORMATION 

STANDARD 
   201               A                96L

96L      96"

S48W4800L 48 System Watts,
4800 Delivered Lumens

Lens Material 
A Prismatic Acrylic #8 Pattern

S65W7000L     65 System Watts,
7000 Delivered Lumens

S97W9600L     97 System Watts,
9600 Delivered Lumens

Catalog Number:
Notes:

201 
Wraparound

WP10 
 WP   

H72W7000L

Series Wattage and LumenWidth Color Temperture
DMV
MV

0-10V

120V-277V

Driver

Multi - Volt

DMV 40K

96L       96"

HIGH OUTPUT          

   201  A

30K 
35K 
40K
50K

3000K
3500K
4000K
5000K

96L

H72W7000L* 72 System Watts,

7000 Delivered Lumens

H144W14000L** 144 System Watts,
14000 Delivered Lumens

* Consult FACTORY for more options 

DIMENSIONS
All dimensions are inches. Specifications subject to change without notice

Lens Material
A Prismatic Acrylic #8 Pattern

Options    
6 ft. 3 wire 18 gauge whip 
6 ft. 4 wire 18 gauge whip         

1 Row of LEDs Distribution2 Rows of LEDs Distribution

48.0"/96.0"

30K 
35K 
40K
50K

3000K
3500K
4000K
5000K

*72W - 1 Row LED module
**144W - 2 Rows LED module

*32W, 48W - 1 Row LED module
**65W, 97W - 2 Rows LED module
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