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FEATURES & SPECIFICATIONS

Maximum Efficiency

Fast, simple installation

Remove reflectors without tools

SMALL CAN ballast ONLY accommodated

Troffer Retrofit Kit
Reflector Kit - Retrofit 2 lamp for troffer body

ORDERING INFORMATION Example: 24C2M20BL10

24C2

Series
22C2 - 2x2
24C2 - 2x4

M20	 Premium mirrored full specular reflector
M10	 Mirrored, standard specular (86%) reflector
W10	 Enhanced white, reflector

Lamp Holders

B	 Standard
(Illustration Below)

M20 B

L10	 Short, shunted, snap fit (for IS Ballast)
L11	 Short, unshunted, snap fit (for RS and ProStart ballast)

MATERIALS
Reflectors are a premium and standard full specular 
mirrored aluminum, and echanced white. Socket Bars are 
white. Code gage steel.

L10

9” 

2.38” 

19.5” 

Refletor 

Socket Bar

Two (2) pairs of 0.19” dia. Mounting holes
available at 4.75 or 10.38” centers

11.5” O.A. Length

2.38 O.A. Width

1.12”

0.5 Height

Accesories - order as a seperate part number

Commercial grade electronic ballasts available in fixed 
and multi-volt; instant start, and prostart, low, normal, 
or high lumen outpur. Consult factory for part number 
and avilability.
Lamps: Fluorescent, 2 ft. nominal. Available in 
multiple wattagesCRI’sand color temeratures. Call 
factpry for part numbers.

Mirrored Reflector

White Reflector

Socket Brackets


