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LED Flush Mount or Wall Mount

4325D, 4326D, 4327D
120V

Construction
• Durable steel construction

Electrical
• Operating voltage: AC120V-60Hz
•  10-100% Triac dimmable
• 50,000 hour projected life
• Available in 3000K
•  Optional built-in Emergency Backup: #4325-EM, 

#4326-EM, and #4327-EM
• Damp location listed

Lens
• Gasketed frosted acrylic lens protects LEDs and 

diffuses glare while allowing for optimum lumen output
• Glass replacement: 4325-L, 4326-L, 4327-L

Finish
• Brushed Nickel (BN), White (WH), or Oil Rubbed 

Bronze (OB)

Certifications
• ETL & cETL listed
• Energy Star listed
• 5 year limited warranty

This sleek low profile LED Flush Mount or Wall Mount is an energy efficient LED light that comes complete with an 
integrated LED light engine - no additional light bulbs needed. This fixture can be mounted on either a ceiling or wall to 
provide light anywhere you need it.
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Specification & Ordering

ORDERING
Model # Finish CCT

4325D - 4327D -3K

4325D 
4325D-EM

4326D
4326D-EM

4327D
4327D-EM

:
:
:
:
:
:

WW
BN
OB

:
:
:

White
Brushed Nickel
Oil-rubbed Bronze

-3K : 3000 K

Model # Dimensions (Dia x D) Watts Lumens Lm/W Power Factor CRI

4325D 12” x 3-1/2” 15W 1050Lm 70 0.99 83

4325D-EM w/ emergency battery

4326D  14” x 4” 23W 1610Lm 70 0.98 84

4326D-EM w/ emergency battery

4327D 16” x 4” 28W 2000Lm 71.43 0.98 84

4327D-EM w/ emergency battery

4325-4327
120V
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Example: 4325D-30-BA-3K
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