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Sunlite 81314-SU 12 Octagon LED
Decorative Outdoor Light Fixture, 17
Watts Dimmable, 800 Lumens, Matte
Black Finish with Frosted Glass Lens,
ETL Listed for Wet Location, 30K- Warm
White

DESCRIPTION:
Sunlite LED 12 Octagon Fixture is designed to provide outdoor
illumination for porches, entryways, and more. This dimmable
fixture provide a bright 800 lumen output at a 3000K warm
white color temperature. Built-in LEDs make this an energy
efficient and maintenance-free lighting solution with a long life
span of up to 50,000 hours. Each fixture uses only 17 watts of
electricity (100W Equivalent) and has an estimated annual
energy cost of $2.05. (Based on 3 hours/day use at
$0.11/kWh) The weather-resistant aluminum body has a matte
black finish and holds a frosted glass lens. This outdoor fixture
mounts to any standard junction box and is ideal for anywhere
extra lighting is needed. ETL Listed for wet location
installation. Installation instructions and mounting hardware
included. Fixture measures 11.75 in diameter, 4.75 high.

FEATURES:
§ LED TECHNOLOGY - Sunlite LED 12 Octagon Fixture is

designed to provide outdoor illumination for porches,
entryways, and more. These dimmable fixtures provide a
bright 800 lumen output at a 3000K warm white color
temperature.

§ DIMMABLE - Built-in LEDs can be dimmed when installed
with an LED compatible dimmer. This fixture is an energy
efficient and maintenance-free lighting solution with a long
life span of up to 50,000 hours.

§ ENERGY EFFICIENT - Using 17 watts of energy (100W
Equivalent) these fixtures have a low estimated annual
energy cost of $2.05 (Based on 3 hours/day use at
$0.11/kWh). This fixture will provide significant savings in
electricity over its lifetime with no bulbs to replace.

§ ALL WEATHER DESIGN - This commercial grade fixture
feature a weather-resistant aluminum body with matte
black finish. Frosted glass lens won't yellow or degrade
over time.

§ ETL LISTED - This fixture is ETL Listed for wet location
installation. Mounts to a standard junction box. Hardware
and installation instructions included. Fixture measures
11.75 in diameter, 4.75 high.
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SPECIFICATIONS:

General Characteristics
Average Rated Hours 50000
Finish Matt Black
Average Life Span Years 46
Dimmable Yes
Dimming Type Forward Phase (Triac or

Incandescent)
Dimming Percentage 10%-100%
Material Aluminum
Lens Material Glass
Lens Finish Frosted

Electrical Characteristics
Watts 17
Volts 120
Power Factor 0.9
Temperature -20~45?

Light Characteristics
Lumens Brightness 800
Color Rendering Index CRI 80
Emitted Color Warm White
Color Temperature Kelvin 3000K

Fixture Characteristics
Style Traditional
Shape Octagon
Number of Lights 1
Mounting Surface
Fixture Technology LED
Use Location Outdoor

Additional Features
Safety Rating Mark ETL Listed - Wet Location
Safety Rated For Canada Yes
Safety Rated For USA Yes

Product Dimensions
Size 12"
MOL (in) 4.75
Diameter (in) 11.75
Package Dimension (in) (W) 6.6 (H) 12.1 (D) 12.1
Package Weight (lb) 4.000

Product Data
Case Unit Rate 6
Item UPC 653703813141
Warranty Years 5
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