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Construction
• Durable aluminum frame
• Frosted polycarbonate lens over LEDs
• Precision Fresnel lens to minimize signal interference 

over sensor

Electrical
• 120V - 60Hz
• Contact factory for 277V or other CCT colors
• Dimmable TRIAC or ELV, 10-100%
• 50,000 hour projected life
• 15.3W | 1050 lms (source) | 902 lms (delivered)
• 3000K | 90 CRI
• Beam angle 110º
• When motion is detected, sensor automatically turns 

lights ON and turns Off after 30 seconds when the 
room is vacated (default setting)

Installation
• Mounting bracket included to fit most 3” or 4” J-Box 

applications 
 
 
 
 

Dimensions
• 7-3/8” x 1-3/8”

Certifications
• CSAus for use in wet locations
• Energy Star Listed
• CEC JA8 Compliant
• LED Lamp: 5 Year Limited Warranty
• Other Components: 1 Year Limited Warranty
• Suitable for use in closets when installed in 

accordance to NEC Section 410.16 (C)(1)

6” Low-Profile Closet Light with PIR Motion Sensor

DESCRIPTION

DESIGN FEATURES

8556-S - 6” Low
-Profile C

loset Light

8556-S
120V

The 8556WH-S-90-3K is a 6” LED Low-Profile Disk Light that automatically turns on when detecting movement and turns 
off after 30 seconds if no motion is detected.  The wide lens works well to light the entire area and the sensor allows for 
excellent detection of movement from many normal closet ceiling heights.  
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Model # Finish CRI CCT

8556 WH -S -90 -3K

8556 WH : White -S : sensor -90 : 90 CRI -3K

ORDERING GUIDE Example: 8556WH-S-90-3K
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