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DESCRIPTION

DESIGN FEATURES
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4” LED Recessed Clear Reflector Trim
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Construction
• Spun Aluminum Trim flange 
• Spring steel retention clips 
• Frosted acrylic lens

Electrical
• 120V-60Hz
• Dimmable TRIAC or ELV, 10-100%
• 50,000 hour projected life
• 10W | 710 lms (delivered)
• 3000K | 90 CRI

Installation
• Recessed trim into 4” housings using spring steel 

retention clips
• E26 adapter is standard

Compatible Housing
• 8201HA
• 8201HRA 
• 8202HA 
• 8215HA
• 8215HRA 

 
 

Dimensions
• 3-1/2” H x 5” W

Certifications
• Energy Star Listed -  90 CRI Only
• cCSAus Certified for damp locations
• LED Lamp: 5 Year Limited Warranty
• Other Components: 1 Year Limited Warranty

The 8770 is a 4” LED Recessed Clear Reflector Trim that is a quick, easy, and affordable way to upgrade to an energy 
efficient LED down light solution.  Flexible for use in both retrofit and new construction applications, this is a ideal choice 
for most any residential or light-commercial environment.
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Example: 8770CL-90-3KORDERING GUIDE
Model # Finish CRI CCT

8770 CL -90 -3K
8770 CL : Clear -90 : 90 CRI -3K : 3000K
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