
FEATURES

model AO
Amherst Outdoor

• Available in black or white with clear or white lenses
• Fluorescent and incandescent configurations available
• Photocell available on select models
• Molded of durable uv resistant plastics

• UL LISTED FOR WET LOCATIONS

SPECIFICATIONS

SERIES # of LAMPS LAMPING BALLAST/ VOLTAGE FINISH OPTIONS

1 - 1 LAMP INC - 60W MED BLANK - INCAND/GU LAMP 120V ONLY BK - Black LP - Lamp Included

13 - 13W QUAD 2 PIN** M120 - MAGNETIC 120V WH - White PC - PHOTOCELL

13 - 13W QUAD 4 PIN E120 - ELECTRONIC 120V

18 - 18W QUAD 4 PIN E277 - ELECTRONIC 277V

26 - 26W QUAD 4 PIN

13GU* - 13W GU LAMP

18GU* - 18W GU LAMP

AOP
AOW
AOL

ORDERING INFORMATION

High style series is available in matching post top and wall versions with style 
choice of short tail or long tail. Molded plastic in choice of white or black has white 

ideal for incandescent options.
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LED
Item Number Size

(W X L) Watts / Lumens Color Options 
(X1000 Kelvins)

AOL8L15W1200LD12030KWH 9” x 25” 15 / 1200 CONSULT

AOP8L15W1200LD12030KWH 9” x 18” 15 / 1200 CONSULT

AOW8L15W1200LD12030KWH 9” x 20” 15 / 1200 CONSULT

Consult for lower wattage/lumen LED option.
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