
Applications
Perfect for security, entry ways, stairways, storage and perimeter areas, 
as well as residential exteriors.

Features
Sealed die-casting pro�le for outdoor applications.
Consumes 17W to replace 120W Incandescent, 25W to 
replace 50W HID.
Lumen ouput from 1900-2700lm.
Polycarbonate optical lens with UV stabilizers for choosing
Supports direct wall mounting and J-box mounting, 
with 1/2 inch entry at the bottom.
Built-in UL class 2 driver, and 120V/277V photocell.
UL Wet location listed.

DC056L Series
LED WALL MOUNT

Dimension
unit: mm/inch

All dimensions are inches. Specifications subject to change without notice

Illuminance at a DistanceLuminous Intensity Distribution Curve

DC056L25W2700LMV50K

Average Diffuse Angle(50%): 101.9°

C0-C180 C90-C270
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Beam Angle(B): H88.8 V114.9  Field Angle(F): H142.1 V168.4

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)

5.0 27.26 9.79/15.67 702.5 1.32

0.5 2725.76 0.98/1.57 7.0 132.44

1.0 681.44 1.96/3.13 28.1 33.11

1.5 302.86 2.94/4.70 63.2 14.72

2.0 170.36 3.92/6.27 112.4 8.28

2.5 109.03 4.90/7.83 175.6 5.30

3.0 75.72 5.88/9.40 252.9 3.68

3.5 55.63 6.86/10.97 344.2 2.70

4.0 42.59 7.84/12.53 449.6 2.07

4.5 33.65 8.82/14.10 569.1 1.64

Dh

Photometrics
Illuminance at a DistanceLuminous Intensity Distribution Curve

DC056L17W2000LMV50K

Average Diffuse Angle(50%): 101.6°

C0-C180 C90-C270

Unit: cd
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Beam Angle(B): H88.5 V114.8  Field Angle(F): H143.2 V167.4

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)

5.0 21.83 9.73/15.62 678.5 1.09

0.5 2183.12 0.97/1.56 6.8 108.89

1.0 545.78 1.95/3.12 27.1 27.22

1.5 242.57 2.92/4.69 61.1 12.10

2.0 136.45 3.89/6.25 108.6 6.81

2.5 87.32 4.87/7.81 169.6 4.36

3.0 60.64 5.84/9.37 244.3 3.02

3.5 44.55 6.81/10.94 332.5 2.22

4.0 34.11 7.79/12.50 434.2 1.70

4.5 26.95 8.76/14.06 549.6 1.34

Dh
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Specification

Specification/Model DC056L17W2000LMV50K DC056L25W2700LMV50K

Input Power 17W 25W

Lumens output 2000lm 2700lm

Efficacy 118 lm/W 108 lm/W

CRI

Color Temperature 5000K 5000K

Input Voltage

Finish Color

Lens

Mounting

Photocell

Energy Efficiency 120W Incandescent 50W HID

Polycabonate (UL Recognized)

Fits electrical box and wall mount directly

Optional

70

Dark Bronze

120VAC

DC056L Series
LED WALL MOUNT

Ordering Information

17W2000L

Series
DC056L

DC056L

Driver

17W2000L

Wattage and Lumen
17 System Watts,
2000 Delivered Lumens

MV 50K

25W2700L 25 System Watts,
2700 Delivered Lumens

Kelvin Temperature 
50K 5000KMV 

LED WALL MOUNT 
 120V-277V
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