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© Please read and understand this entire | before at ing to bl
operate or install the product.

WARNING: Avoid fire or electrical shock. Follow installation instructions carefully. If unsure

about electrical installation, consult a qualified electrician. Wear rubber-soled shoes and
I N S I AL LA I I 0 N I N S I RU ‘ I I O N S work on a sturdy ladder. Ground fixture to avoid potential electrical shock.
CAUTION: Turn off the power at fuse or circuit breaker box before installation and

maintenance to avoid electric shock. Fixture must be installed according to National Electric
Code and local building codes. If you are unsure about wiring consult a qualified electrician.

881 24_SU | LFX/MCM/75W/50K | LED OUTDOOR CElLl NG FlXTU RE THIS FIXTURE BODY IS ONE PIECE, DO NOT DISASSEMBLE OR MAKE ALTERATIONS.

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) this device may not cause harmful inference, and (2) this device must
accept any inference received, including that may cause undesired operation.

Retain these instructions for future maintenance reference.
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1. Remove mounting plate and secure to ceiling junction box. (Fig. 1)

2. Hang fixture onto mounting plate using attached hook and connect wires. (Fig. 2)

Black (or brown) wire - Live wire
White (or blue) wire - Neutral wire
Green (or yellow-green) wire - Ground wire

3. Push wires into junction box and slide fixture onto mounted plate. (Fig. 3)
4, Secure fixture onto mounting plate using the two included screws. Ensure screws are tightened* and the fixture unable to move. (Fig. 4)
*For the most secure installation, apply adhesive to the screws to prevent them from loosening.
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