
LED Motion Sensing Ceiling Light

Date: 
Project Name: 

Note: 

Application: Residential garage, basement, closet, office, 
and etc.

5
YEARS

WARRANTY Infrared
Induction

Dimmable

Certifications

Front View Side View

DIMENSION

This Motion Sensing Ceiling Light has infrared sensing 
function, and has two modes of day and night 
selection switch Selecting Day mode: the light will be 
on when the person enter the infared sensor zone;
Selecting night mode: when the surrounding is dark 
and person enter the infared sensor zone ,the light will 
be on

DISCRIPTION 

SPECIFICATIONS

Size 10"
Power 20W
Input Voltage AC 110V
Luminous Flux 1100 LM

Effi  cacy 55 LM/W
Power Factor >0.8
CCT 5000K
CRI >80
Working Life Lumen Maintenance over 70% @ 50,000+ Hours

Working Temperature -4°F up to 105°F (-15°C to 40°C)
Protection Level Indoor- IP20

Certificate 
Infrared induction

ETL
Qty/Pack
Package Size
Package Weight

20.86 in x 19.88 in x 10.62 in
24.2 lb

SKU HY -FM12-20W-MS-XXK

Dimmable Triac Dimming 
Induction Time 45seconds（It goes out 45 seconds after the person leaves）

Induction

Bean Angle 120°

20

ORDERING CODE DEFINITION

EXAMPLE:   HY -FM12-20W-MS-XXK
Company Code Product Watt Function CCT

HY FM:12: Motion Sensing 
Flush Mount Ceiling Light 20W MS: Motion Sensor 5000K

HONYA LIGHTING | MODEL: LED Motion Sensing Ceiling Light

9.48”
mm

1.51"

mm
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PHOTOMETRIC

INSTALLATION GUIDE

HONYA LIGHTING | MODEL: LED Motion Sensing Ceiling Light
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HORIZONTAL DISTANCE 
(meter)MINIMUM  ALTITUDE  1.0 M

MAXIMUM  ALTITUDE  11.0 M 
MAXIMUM  ILLUMINATION 

654.4 lx

UNIT
:

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM VERTICAL  EQUILUMINOUS  CURVE

Before the installation After installation

Sectional view Sectional view

terminal box

Bracket

Ceiling

Mounting screw 

Terminal cap

LED ceiling light

2  Wiring Guide

Black/Live

White/Neutral

1.Scenario mode selection switch

In the daytime mode

Night mode

Flip the switch to select according 
to the application needs

Selecting Day mode: the light will be on when the person enter the infared sensor zone; 

Selecting night mode: when the surrounding is dark and person enter the infared sensor zone ,the light will be on
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