
Item: 88124-SU
LFX/MCM/75W/50K LED CEILING MOUNT FIX SUNLITE

744 Clinton St. Brooklyn, NY 11231 | 718.768.7000 www.sunlite.com

Sunlite LFX/MCM/75W/50K 75 Watt
Integrated LED Lamp Super White

General Characteristics
Fixture Life Hours 50000 Hours
Material Aluminum & Polycarbonate
Cover Polycarbonate
Bulb Integrated LED
Finish Bronze
Lumens Per Watt (LPW) 113.33
Life (based on 3hr/day) 45.7
Estimated Energy Cost $9.03 per Year
Safety Rating ETL Listed - Wet Location
DLC True

Fixture Characteristics
Collection Canopy Outdoor Surface Mount
Number of Lights 1 - Light
Mounting Surface
Use Location Outdoor

Electrical Characteristics
Watts 75
Volts 120-277
Equivalent Watts 250-400W
LED Chip Manufacturer Seoul 2835
Number of LEDs 96
Power Factor 0.92
Operating Temperature -40° to 40° C

Light Characteristics
Brightness 8500 Lumens
Color Accuracy (CRI) 70
Light Appearance Super White
Color Temperature 5000K
Beam Angle 120°

Product Dimensions
Item Dimensions (in) (W) 10.40 (H) 4.30 (D) 10.40
Package Dimensions (in) (W) 10.90 (H) 11.10 (D) 4.90

Product Data
Item Number 88124-SU
Case Quantity 4
Barcode on SKU 653703881249
Barcode on Case 10653703881246
Brand SUNLITE
Description LFX/MCM/75W/50K
DLC File Number PQS0L2E8


