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PRODUCT DESCRIPTION:  

T5 can be used in commercial buildings such as, hotels, 

conference rooms, schools and office buildings. 

 

FEATURES: 

• Input voltage is AC110V-277V 

• Low thermal decay 

• No mercury 

• Recyclable 

• Low maintenance 
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T5 Tube 14W Spec 

LOD-T54FT-14W30K 

LOD-T54FT-14W35K 

LOD-T54FT-14W40K 

LOD-T54FT-14W50K 
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SPECIFICATIONS:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SPECIFICATION Details 

Model LOD-T54FT-14W30K LOD-T54FT-14W35K LOD-T54FT-14W40K LOD-T54FT-14W50K 

Input Wattage (W) 14W 

14W Lumens Delivered (LM) 2,010.8LM 1,925LM 1,950LM 2,000LM 

Efficacy (LM/W) 134.01LM/W 138LM/W 139LM/W 143LM/W 

CRI 81.9 80 80 80 

Lifespan 50,000 hours 

50,000 hours Color Temperature 3,000K 3,500K 4,000K 5,000K 

Wattage Equivalent 28W 

28W Dimmable No 

No IP Rating IP20 

IP20 Beam Angle 270 

270 Input Voltage AC110-277V 

AC110-277V Power Factor 0.989 0.9 0.9 0.9 

Housing Plastic 

Plastic Lens Frosted 

Frosted Mounting G5 

G5 Size 4FT 

4FT THD 4.9% 5% 5% 5% 

Certification DLC, UL, FCC, CE RoHS, TUV, ISO9001 

UL, FCC, CE RoHS, TUV, ISO9001 Operating Temperature -20°C to 50°C (-4°F to 122°F) 

-20°C to 50°C (-4°F to 122°F) Environment Indoor 

Indoor Warranty 5 years limited 

5 years limited 


