
LSPR
LED Spill Ring Bath Vanity Luminaire

DESCRIPTION

The [{tw an elegantly designed [95 spill ring bath vanity luminaire.  
/ǊŜŀǘŜŘ ǿƛǘƘ ŀŜǎǘƘŜǘƛŎǎ ŀƴŘ ŦǳƴŎǘƛƻƴ ƛƴ ƳƛƴŘΣ ǘƘŜ [{tw ƛǎ ǘƘŜ 
ǇŜǊŦŜŎǘ ŎƻƳōƛƴŀǘƛƻƴ ƻŦ ǇŜǊŦƻǊƳŀƴŎŜ ŀƴŘ ŘŜǎƛƎƴΦ Available in Satin 
Nickel and Bronze finishes, this luminaire beautifully fits into any 
design concept. 

MOUNTING

Knockouts and mounting holes provide for both wall mount or 
ceiling mount applications. 

CONSTRUCTION

Constructed out of heavy gauge cold roll steel, this fixture is not only 
beautiful, but durable. 

OPTICAL 
 ¢ƘŜ [{twϥǎ [95ǎ ŀǊŜ ōƛƴƴŜŘ ŀƴŘ ƳƛȄŜŘ ǘƻ ǊŜŀŎƘ ǳƴƛŦƻǊƳ ƭƛƎƘǘ 

LISTING

UL and cUL Listed.
ETL and cETL Listed.
Damp Location. 

Energy Star

WARRANTY

5-Year Limited Warranty. Complete Warranty and Terms!located at
www.aelnow.com/warranty

Catalog 
Number

Project

Type
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LSPR2 2'

LSPR3 3' 35 3500K

LSPR4       4'
40 4000K
50 5000K

30 3000K23

36

46

23W - 2200 Lumens

36W - 3260 Lumens 

46W - 4600 Lumens

SN
BRZ

Satin Nickel 
Bronze

M 120/277V

Series              Wattage & Lumens Finish Color Temp**       Voltage

*MCT (Multiple Color Temperature) ranges from 3000k to 4000k

Multiple Color Temp

MCT Multiple Color 
Temperature*

LSPR2     24.5" x 5.7" x 4.5"
LSPR3     36.5" x 5.7" x 4.5"
LSPR4     48.5" x 5.7" x 4.5"

(L X H X E)

ORDERING INFORMATION
Example: LSPR223SNMCTM

**Do not choose a color temperature if selecting MCT
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