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PRODUCT DESCRIPTION:
MaxLite’s energy-efficient dimmable LED filament ST19 lamp 
is energy saving decorative lamp designed to reproduce the 
elegant ambient effect of incandescent lamps for hospitality, 
restaurant, residential and retail applications. Designed to 
meet Title 24 code for the State of California, our filament 
ST19 lamp delivers an even lighting equivalent to that of 
a 40W incandescent bulb, while consuming nearly 83 
percent less energy.

FEATURES:
• Wattage: 6.5W, replaces 40W Inc. 
• Lumens: 450
• CRI: 96
• Color Temperature: 2200K
• Base: E26 base
• Volts: 120V
• Frequency: 60Hz
• Instant on
• Dimmable down to 10%
• ENERGY STAR Certified
• Supports Compliance of JA8-2016-E
• CEC 3.0 Listed
• Operating temperature range: -4° - 104°F
• Suitable for use in enclosed luminaires
• Suitable for wet locations
• 3 year warranty
• 15,000 hour life at L70 standards

APPLICATIONS
• Chandeliers
• Decorative lighting fixtures

LED VINTAGE FILAMENT LAMP
ST19 GLASS JA8 SERIES

V6.5ST19 DLED 922/JA8

FAMILY DIMMABILITY CRI & COLOR TEMPERATURE (CCT)

V6.5ST19= Vintage 6.5 watts, ST19, Glass DLED= Dimmable 922/JA8= 96 CRI, 2200K

MODEL SELECTION (Full list of order codes on pg. 2) Typical order example: V6.5ST19DLED922/JA8

6.5W, E26

5.51”

2.52”

NOTES: 
1. Compatible dimmers list on page 3

LAMP

DIMMABLE

LAMP

DIMMABLE

COMPLIANT  
RoHS

COMPLIANT  
RoHS

JA8
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LED VINTAGE FILAMENT LAMP 
ST19 GLASS JA8 SERIES

SPECIFICATIONS: V6.5ST19DLED922/JA8

ITEM SPECIFICATION DETAILS

GENERAL
PERFORMANCE

Watt (W) 6.5

Lumens Delivered (lm) 450

Efficacy (lm/W) 69

Equivalency 40W

CRI 96

Color Temperature 2200K

Lumen Maintenance (L70) 15,000 hours

ELECTRICAL
Power Factor ≥0.90

Input Voltage 120V

PHYSICAL
Operating Temperature -4ºF to 104ºF

Tc Temperature 108º F

APPLICATION

Environment Dry, Damp or Wet

Certification Energy Star, cULus Listed

Warranty 3 Year

ORDERING:
ORDER 
CODE MODEL ENERGY 

STAR WATTAGE DELIVERED 
LUMENS

INCANDESCENT
EQUIVALENCY CRI CCT (K) DIMENSION 

(MOL” X W”)

1409893 V6.5ST19DLED922/JA8 6.5 450 40W Inc. 96 2200K 5.51” x 2.52”

ENERGY STAR certified
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LED VINTAGE FILAMENT LAMP 
ST19 GLASS JA8 SERIES

MANUFACTURE DIMMER MODEL

ADORNE

ADPD453LW2

ADTP703TUW4

ADWR703HW4

AH
SDM3/1000

SDM/600

COOPER

SAL06P-W-K

TAL06P-C2-K

AAL06-C1

CTL DM600-12-3/LED

EATON TAL06P1-C5

GE 18024

GENERAL 
PROTECHT LUXDM600-12

LEGRAND HCL453PTC

LEVITON

IPE04-1LZ400VA

6631-A

6631-LA

6684

6683

IPI06-1LZ

IPI10-1LZ

COMPATIBLE DIMMER LIST:

MANUFACTURE DIMMER MODEL

LUTRON

AYCL-153P

AYCL-153PH

CT-103P

DVCL-153P

DVWCL-153PH

DVWCL-153PH

D-600R

D-600RH-DK

DV-600P

DV-600PH

DV-603PH

DV-603PR 

DVCL-153P-3

DVCL-153PH

DVW-600PH

LECL-153PH

MACL-153M

MACL-153MH 

MAW-600H

MIR-600THW

MSCL-OP153MH

S-600

S-600H

S-603PGH

S-603PH

SCL-153P

SCL-153PH

TG-600PH

TG-600PNL

TGCL-153PH

MAXXIMA MEW-DM600
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