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SPECIFICATION SPECIFICATION
« Input Voltage 120V AC + CRI (Typical) 80,90 « Input Voltage 120V AC + CRI (Typical] 80,90
« Wattage [+/-5%) 15W, 20W + Rotation 330°° - Wattage [+/-5%) 15W, 20W, 30W || * Rotation 330°°
« Lumen (+/-5%) - Tilt 90 ° * Lumen (+/-5%)] + Tilt 90 °
- Efficacy([PW)fr/-5% - Color (+/-5% 2700K - 4000K - Efficacy([PW)tr/-5% - Color (+/-5% 2700K - 4000K
+ Beam Angle 15°,24°, 40° + Dimming Triac dimming + Beam Angle 15°,24°, 40° + Dimming Triac dimming
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SPECIFICATION SPECIFICATION
- Input Voltage 120VAC * CR! fiypic 80,90 - Input Voltage 120V AC - CRITypical 80,90
. 5% . i 330° .
Wattage (+/-5%) 15W, 20W Rotation - Wattage (/54 15W, 20W, 30W + Rotafion 330
* Lumen (+/-5%) o Tilt 90 « Lumen [+/-5% T 0"
- Efficacy(LPW)j+/-5% + Color [+/-5%) Q?OOK‘»A0.00K NE T oo 200K - 400K
 Beam Angle 15,24 40  Dimming Triac dimming > EemmAvgt 15°,24°, 40" o B Triac dimming
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DESIGN FEATURES

Construction
¢ Aluminum Head and Heat Sink in five designs.

Beam Spread
 Exchangeable reflectors for beam angles 15°, 24° and 40°.

LED Modules

¢ 120VAC Direct DoB circuit on Board with customized IC chip.

e Advanced AC driver circuit design (Pat. Pending) prevents damage to the LED module and switch from common inrush currents.
* 10-100% triac dimmable with most of leading and trailing edge incandescent & low voltage dimmer switches.

* Wattages available in 15W, 20W, 30W with 80, 90 CRI and 2700K, 3000K, 3500K, 4000K CCT.

Adjustability

* Directionally adjustable up to 90° filt and 330" rotation for easy aiming track heads in multiple directions.

Track Adapters
* Adapters are available to fit with Juno, Halo, Capri, and Lightolier tracks.

Limited Warranty
* LED Module: 5 years/50K hours
* Product: 3 years

Listing
¢ cCSA-us Certificated

¢ ENERGY STAR
¢ California Title 24

Ordering Information

Model -Watts -CRI Color Temp.* -Beam Angle Connector Type -Finish
STS-2310 -15=15W -8=80CR 27 =2700K -15=15° J=lJuno -WH=White
STS-2370 -20=20W -9=90CR 30 =3000K 24 =24° H =Hdlo -BK =Black
§T5-2330 15=15W 35 =3500K -40 =40° C =Capri
$T5-2380 -20=20W 40 =4000K L =lightolier
-30=30W
Example : ST$-2310-15-827-24)-BK * Consult factory for other Color Temperatures and Finishes
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