
FrameWRX Exterior Centrik Series

Technical Information

Description
The Centrik flush mount can be used on the wall or ceiling for general 
lighting for corridors, entries, landings and more.  Choose between 
round or square with a Graphite finish, diffuse polycarbonate lens and 
1000 lumens of Warm White, high color rendering light. 

Features
• Ceiling or wall mount sconce in square or round
• Low-VOC painted aluminum housing in graphite finish  

with polycarbonate lens
• 3000K color temperature with 90+ CRI
• cETLus Listed for wet locations
• 30,000 hours rated life 

Mounting
Surface mount to ceiling or wall

Applications
Architectural and Security Lighting; Residential or light commercial

Warranty
3 years
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120-
240V

PROJECT:

CAT:LOCATION:

TYPE:

Model SCO-CENTRIK-SQ SCO-CENTRIK-RD

Type Square Wall/Ceiling Mount Round Wall/Ceiling Mount

Voltage 120-240V AC 120-240V AC

CCT 3000K

CRI 90+

Wattage 20W 20W

Lumens up to 1000Lm up to 1000Lm

Beam Angle 120° 120°

Dimming N/A

Rating cETLus, wet locations

Rated Life 30,000 Hours

Outdoor

Graphite

11-13/16” (300mm) Dia.

11-13/16” (300mm) L. 11-13/16” (300mm) W.

2-3/32” (53mm) H.

2-3/32” (53mm) H.
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Additional Information

For a rain-tight seal, apply silicone caulking around the perimeter of 
the housing where it contacts the mounting surface

NOTES

Ordering Information

FrameWRX Exterior Centrik Sconce Includes: 
(1) Centrik LED Sconce Fixture
Mounting Hardware

GT

TYPE SERIES FINISH

CENTRIKSCO

SQ = Square
RD = Round

SCO

Example Part # SCO-CENTRIK-SQ-GT

SQ GTCENTRIK

FrameWRX Exterior Centrik Series
120-

240V
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