
TRUNK TINA SeriesTRUNK TINA Series
For Walk-in cooler lighting, ceiling lighting

Key features :

Coolers and freezers are necessary for keeping food fresh and saleable, walk-in cooler provides bigger space to
keep customer comfort when choosing food products. In the cooler, waterproof lighting is essential. SELF intelligent
tri-proof lighting solution with TINA , reduces energy costs and maintenance time, to help your business cut costs and
continue functioning 24hrs day and night.

www.self-electronics.com

• Luminaire Luminous flux: 4000/6400 lm@840
• Luminaire efficacy: 125/123lm/W@840
• CRI min.: 80
• CCT: 3000K 4000K 5000K 
• Chromaticity tolerance (initial MacAdam): 3 SDCM
• life time: 50000h (L70, B20, Ta=25℃, 12hours/Day)
• Luminaire input power: 32/52 W
• Dimensions: 1244x85x75mm
• Weight: 1970/2000 g
• toolless,ease of installation
• UGR (X=4H, Y=8H, S=0.25H): transversal <23 axial < 24 / transversal <25 axial < 26
• Protection class: IP65
• Impact resistance: IK07
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Dimensions: (mm)Dimensions: (mm)

SpecificationsSpecifications：

Order No. Model
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220-240Vac

220-240Vac

50/60

50/60

50/60
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32

32

80
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145°

145°

145°

145°

0.95

0.95

0.95

0.95

3000K

4000K

5000K

3000K

4000K

5000K

3000K
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5000K

3000K

4000K

5000K

3600

4000
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3600
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6400

6400

6000

6400

6400

113 

125 

125  

113 

125 

125 

115 

123 

123 

115 

123 

123 

TRUNK TINA-L90-220V

TRUNK TINA-L90-220V

TRUNK TINA-L90-220V-1

52

52

TRUNK TINA-L140-220V

TRUNK TINA-L140-220V-1

TRUNK TINA-L140-220V

124414

TRUNK TINA-L90-220V-1

TRUNK TINA-L140-220V-1

85

1244 1214

75

85

75

UGR

<25

<25

<27

<27

1030-190115-0130

1030-190015-0130

1030-190015-0131

1030-190116-0130

1030-190016-0130

1030-190016-0131

1030-100168-0130

1030-100068-0130

1030-100068-0131

1030-100167-0130

1030-100067-0130

1030-100067-0131

80

80

Input Voltage[1]

(VAC)
frequency
(HZ)

Power
Factor[2]

power[1]

(W)
CCT[3]

(K)

Order No. Model

Beam
Angle[5]

Ra[4]

(Typ.)
Luminaire efficacy[7]

( lm/w)
Luminous Flux[6]

(lm)
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Accessories:Accessories:

Order No. Description Length(mm) Weight(g)

-

-

-

-

-

-

180

140

ta(℃) Dimmable Dimming Controlling Weight
(g)

Lighting
control unit

LED power
supplyModel Color IP code

White IP65

1970

2000

1970

2000

False False --- -30~40

TRUNK TINA-L90-220V

TRUNK TINA-L90-220V-1

TRUNK TINA-L140-220V

TRUNK TINA-L140-220V-1

-

8

-

8

Connecting cable

Input Cable

1500
Ø26

Ø26

1099-013698-0130

1099-013696-0130

1099-013646-0130

1099-013696-0130

1500

x2
Mounting Bracket41

.2

7360

x2
x2 x2 x2

x2

Mounting 
Bracket
(70g)

51.6

 Ø
16

 Ø1.0x1.5m  Ø7.2x40m Ø30x11m

Permanent
(33g)

Suspension
wire
(27g)

Expansion 
screws
(1.2g)

screws
(2.6g)

40

7360

Max.Linkable
(PCS)[8]

[1]: Measurement precision for input voltage/current /power +/- 10%.

[2]: Minimum power factor is rated value - 0.05.

[3]: Comply with ANSI C78.377, Meat color is available upon orders, please contact sales for more information.

[4]: Minimum Ra(TYP.) is rated value - 2.

[5]: Beam angle ≤20°,measurement precision +/- 20%;beam angle ＞20°,measurement precision +/- 15 %.

[6]: Minimum Luminous flux is 90% of rated value.

[7]: Minimum Luminaire efficacy is 90% of rated value. 

[8]: Based on: grand total of luminaires Power should not exceed 80% of rated power output of LED power supply.
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Photometrics:Photometrics:

Photometrics:Photometrics:

TRUNK TINA-L90-220V TRUNK TINA-L140-220V
TRUNK TINA-L90-220V-1 TRUNK TINA-L140-220V-1

Black Body Locus

3 SDCM

7 SDCM

Color Bin Definition

3000K

4000K

5000K

0.28

0.30

0.32

0.34

0.36

0.38

0.40

0.42

0.44

0.28 0.30 0.32 0.34 0.36 0.38 0.40 0.42 0.44 0.46 0.48 0.50

Chromaticity tolerance (initial MacAdam): 3 SDCM

UGR (X=4H, Y=8H, S=0.25H): 
transversal <23 axial < 24 

UGR (X=4H, Y=8H, S=0.25H):
 transversal <25 axial < 26

Luminous intensity: cd Luminous intensity: cd

0°
-30°

-60°

-90°

30°

60°

90°

760
570
380
190

C0/180,144.4°
C90/270,116.6°

0°
-30°

-60°

-90°

30°

60°

90°

C0/180,144.4°
C90/270,118.6°

950

TRUNK TINA-L90-220V
TRUNK TINA-L90-220V-1

TRUNK TINA-L90-220V
TRUNK TINA-L90-220V-1

1200
1500

900
600
300

Color coordinates (CIEx, CIEy): 3000K(0.422,0.386),4000K(0.374,0.364)
Measurement precision for x ,y +/- 0.005
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Installation:Installation:

Certification and Safety：

Standards:
EN60598-2-1, EN60598-1,
EN55015, EN61547, EN61000-3-2

Protection class: IP65!

Mounting bracket installation

Pemdant installation

50/60Hz
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Sales & Technical Support

* Due to continuous improvements and innovations,specifications 
   may change without notice.

Self Electronics Germany GmbH
Add:August-Horch-Str. 7,51149 Koeln

Tel: 0049 2203 18501-0

Fax: 0049 2203 18501-199

E-mail: saleseu@self-electronics.com

Self Electronics Co.,Ltd.,Shenzhen Office
Add: Room2007,Xinglang Xuan,Xinghe Mingju,Fuming 

Road,Futian District,Shenzhen

Tel: 0086-755-83558850, 83558851

Fax: 0086-755-83558840

Self Electronics Co.,Ltd.(Headquarters)
Add: No. 1345 JuXian Road,Ningbo Hi Tech Park, Ningbo,China 315103

Tel: 0086-574-28805765,28805658(For English Assistance)

        0086-574-28805678 (For Chinese Assistance)

Fax: 0086-574-28805656

E-mail: sales@self-electronics.com 

Http://www.self-electronics.com 

Built-in LED Power SupplyBuilt-in LED Power Supply

Specifications：

Dimensions: mm

  

 

Model L x W x Hta tc Approvalλ

0.9545-75V

Output voltage
   @load Frequency

50Hz/60Hz

290

22

39

 -20-500C 650C

Constant 
output current

SLT42-520IB-E 520mA      290x39x22mm

  

 
0.9540-76.5V 50Hz/60Hz  -20-500C 800CSLT60-800IB-E 800mA      290x39x22mm

Input
voltage

AC220-240V

AC220-240V


