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Dimensions: (inches/mm)

Wiring Diagram

How to order using our catalog numbers:
Example:  FROZEN-1130K110SC0

Vertical & Horizontal Beamwidth Center Beam FC

FROZEN-L30-24V FROZEN-L108-24V FROZEN-L144-24V
110°

DH

12″
18″ 
24″
30″ 

41-5/8″
62-3/8″ 
83-1/8″ 
103-7/8″ 

3000K

250 lm

41
26
18
13

250 lm

41
26
18
13

4000K
115 
68 
46 
33 
720 lm

115 
68 
46 
33 
720 lm

3000K 4000K 3000K

960 lm

124 
78 
55 
39 

960 lm

124 
78 
55 
39 

4000K

Series Length Color Temp Beam Angle Finish Installation

FROZEN
11 - 10.8"(275mm)
34 - 33.5"(850mm)
46 - 45.5"(1156mm)

30K - 3000K
40K - 4000K

S - Silver110 -110° C0 - Clip Mounting 0°

Description  

IncludedRated
Input Ra

1pc       LED fixture
2 pcs    Mounting clips
2 pcs    Screws 11 pcs

33 pcs

8 pcs

24VDC

24VDC

24VDC

92

92

92

Catalog No. Model

7.5W

2.5W

10W

750lm

250lm

1000lm

Wattage Luminous Flux
(TYP@4000K)

FROZEN-1130K110SC0

FROZEN-1140K110SC0

FROZEN-3430K110SC0

FROZEN-3440K110SC0

FROZEN-4630K110SC0

FROZEN-4640K110SC0

FROZEN-L30-24V

FROZEN-L108-24V

FROZEN-L144-24V

Max. Pcs Per LED 
Power Supply

(9-9624DL-26)
96W

*Note: 16' per run. Multiple runs not to exceed max. driver wattage.

            

Optional:

Description  Photo

MMC-LC Magnetic mounting clips

SC-FOZ-12 

HC-FOZ

Soft connector 12"

Hard connector

Catalog No.

7/8″(23)

1/2″(13)

L

*Note: For alternative driver configurations, please contact our sales department. 

            

How to choose your driver & cables:

Description  Photo

JB-6-8T

IC-FOZ-108

6-way splitter, JB-6-3
input cable 8", end tinned

Input cable 108" (9')
(Must be between the light and the splitter)

Catalog No.

9-9624DL-26

Model: SLD96-24VC-UN1

Matching 1-10V dimmable driver, max. 96W.
Input: 120-277VAC  9″ hard wire.
Output: 24VDC 26″ hard wire.

Ph

• Wide beam angle  
• Linkable, max. linkable length: 16’ per run
• Smooth continuous lighting
• Ra＞90，R9＞50 (@3000K,4000K)
• Tool-less slide-in structure for easy installation
• Lifetime: 50,000hrs (ta=95°F, 35°C) 
• Ta:-13°F~140°F (-25°C~60°C) 
• IP rating: IP65 (for wet locations)
• Material: Aluminum alloy
• 2.8W/ft,278 lm/ft(@4000K)

PATENT R

IP65
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2

1

2/3L 

2/3L 

Linkabe

Power on

Splitter

LED Power supply

~AC

Ø1/2”-Ø9/16”
(Ø13-Ø14)


